
System # 07·0749 Install: XS1 type Exhaust to 1978·84 "Specials" 

NOTE: Mikes XS warranties Exhaust System Headpipes and Mufflers for 30 days against munufacturers defect or 
workmanship. Warranty does not cover hardware and damage caused by impact, modification, exposure to corrosives or 
deterioration caused by weather or wear. Owner is responsible for all damage caused by installation, accident or neglect. 
Chrome is Not warrantied against blueing or discoloration. All systems have been design tested prior to manufacture and 
seller is not responsible for final tuning. 

Please Read All instructions first! 

1. Do Not install this system without first having your bike tuned and running properly in it's existing configuration. 

A. If you have an 80-84 model with the stock Mikuni BS34 CV carbs we recommend that you rejet to a richer mixture 
before installing and running this system as the BS34 is an emmissions carb and is usually set VERY lean. 
1980-84 models usually require a Main jetin the range of#142.5to#147.5, a PilotJetof#45,an Air Jet#127.5, Idle mixture 
screws setto 2.5-3 turns outfrom bottom and carbs in sync. These are approximatejet sizes, every bike differs and your 
bike will be further affected by any changes to the Air filters. Final jetting should be set by someone who knows how 
to do a spark plug reading and knows how to tune. Normal end result should be a good running bike that pulls cleanly 
to redline when run thru the gears. Further carb info is listed om www.mikesxs.com - See ModellD and Tech info 
sections. 

B. If you have a 78-79 model with the stock Mikuni BS38 CV carbs we recommend that you rejet to a richer mixture 
before installing & running this system (usually a main jet of#140 or larger is required). Again the final setting varies 
and will be affected by Air filters used and other factors. 

2. Remove old exhaust system, old gaskets from cylinder head ports, passenger footrests and rider footrests. 

3. Unpack 07-0749 System - Examine, wax & polish the Chrome Mufflers and Headpipes. 

4. Remove sheetmetal frame covers from both sides of 
your bike ( usually only found on late Specials) . 5. 1978-84 "SpeCials" all have a passenger peg frame 

loop that looks like this. 

6. A hardware kit is included with your Exhaust system and is packed with related parts in sequence - See page 5. 
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7. Install New headpipes, cylinder head port gaskets and 
head pipe flange crown nuts and lockwashers (HOW Ref. A). 
Tighten but leave just loose enough that the headpipe will 
still rotate in the head. Note that there is allways an even 
gap between the finned headclamp and the head. 

12. Try the fine threaded muffler mount bolts (HOW Ref. H) 
out by threading them thru each muffler to make sure they 
pass thru the holes smoothly. 
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System# 07·0749 Install: 
XS1 type Exhaust to 1978·84 "Specials" 

8. Install the center stand stop rubber (HOW Ref. 0) into 
its bracket as shown ( Larger of the 2 holes ). The rubber 
nub will have to be trimmed in order to force it thru the hole. 

11. Try the mount brackets (HOW Ref. E) on the frame studs. 
After the brackets were fabricated we discovered that some 
650's (mainly later models) had frame studs misaligned at 
the factory and in this case the bracket outer holes must be 
made larger or a piece can be trimmed from the side of the 
bracket hole that is nearest to the front of the bike. 
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15. Insert the mounting bolt and lockwasher (HOW Ref. H) 
thru the passenger footrest and thru the mount bracket and 
thread the bolt into the muffler. Note: passenger pegs are 
different, match them to the correct side (RH side shown). 

17. Check the clearance between the muffler and the axel, 
it should be not less than 3/16" 
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16. Slip the hangar bracket up onto the frame studs and 
secure with lock washers and crown nuts (HOW Ref. FIG) 
and tighten. Tighten bolt to muffler, note the footrest angle 
and footrest bracket cutaway. 

18. XS650 Frame tolerances can vary widely so ifthe muffler 
to rear axel clearance is too tight remove the mufflers and 
bend the bracket slightly as shown in the next frame (19) or 
washers may need to be placed between the mount bracket 
and the frame. In some instances you may need to arrange the 
lock and flat washers to shift the brackets on a slight angle to 
get the proper alignment of the muffler to the head pipe and 
proper clearance to the rear axel. 
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19. Bend the muffler mount brackets out slightly as shown 
if increased axel to muffler clearance is needed. 

21. Ring Wrench 

I', 'I'VUr\ ·back hel s positive grip 

23. Re-install the rider footrests and check the rear brake 
adjustment and the travel of the brake pedal to be sure it 
does not hit the head pipe. 

24. Wipe down the entire exhaust and remove all dirt, oil and 
fingerprints from it before starting ( or these will imbed in the 
chrome plating once the exhaust is hot) . 

25. Start the bike, let it warm up a few minutes, check for 
exhaust leaks, adjust the idle speed, shut off and retighten the 
system mounting fasteners. 

26. Roadtest, adjust jetting and idle as necessary and retighten 
All fasteners again. Enjoy! 
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20. After muffler clearances are set, re-install the mufflers 
and tighten up the muffler joint nuts with a ring wrench 
as shown. Tighten the muffler bracket nuts and the mount 
bolt that passes thru the passenger footrest. Tighten the 
cylinder headpipe flange nuts evenly. 

~====;~~ 

22. Insert thickwasher between each headpipe and the 
frame and insert fine thread bolt with washer, (HDW Ref. B) 
tighten. Slide Clamps over muffler joint nuts and tighten. 
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